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DESCRIPTION  Describe current functionality and use of the generic NAD CI-Amp chassis 
driver for use with Control4 custom control systems  
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INTRODUCTION  
This document describes the current functionality and use of the generic NAD CI-AMP chassis driver 
for use with Control4 systems. 
 
 
FIRMWARE REQUIREMENTS 
Ensure that your NAD CI amplifier has been updated to the following minimum firmware versions 
• CI8-120 Mainmcu Version v2.26  
• CI8-150 Mainmcu Version v2.15 
• CI16-60 Mainmcu Version v2.05 
• Control4 OS updated to a minimum v3.2.4 
 
 
SUPPORTED FEATURES 
The driver provides few basic proxy commands: 

Mute On / Off / Toggle 
 
NOTE 
The AMP does not provide volume control. Volume and mute need to be controlled by upstream device. 

When doing the endpoint binding in Composer, the amp gets the Audio Endpoint and upstream device gets 

the Audio Volume Endpoint. 

 
This driver also provides the following Device Specific Commands for programming: 
• Turn Power On/Off 
• Toggle Power 
• Set Power Method 
• Set Green Mode 
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• Set Delay Time 
• Set Output Preset 
• Set Global Control (On/Off) 
• Set Input Gain 
• Set Output Gain 
• Set Output Source 
• Set Stereo/Mono 
• Set Bridge 
• Set Output Mute 
• Toggle Flash LED On/Off 
• Toggle DHCP On/Off 
 
 
 
USAGE 
 
Audio path 
Upstream device audio out (e.g. Stereo) feeds the AMP Line In (e.g. Line In 1) 
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Audio/Volume Endpoint 
CI AMP Audio is bound to NODE Room Audio Endpoint where upstream device is. 
 

 
 
 
Upstream device (Flat) is bound to its own room’s (NODE Room) Audio Volume Endpoint. 
 

 


